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DETAILED ACTION 

1 . This Office Action is taken in response to Applicant's Request for Continued 
Examination (RCE) filed on March 17, 2008 regarding application 10/643,588 filed on 
August 18, 2003. 

2. Claims 2-3, 7-8 and 12-13 have been cancelled previously. 
Claims 1, 4-6, 9-11 and 14-18 are pending under consideration. 

3. Response to Remarks 

Applicant's amendments and remarks have been fully and carefully considered. 

In response to the amendments, a new ground of claim analysis based on 
references Scott (US Patent Application Publication 2004/0044872) and Schimmel (US 
6,105,1 13) has been made. Refer to the corresponding sections of claim analysis for 
details. 

Claim Rejections - 35 USC § 103 

4. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

5. Claims 1,4-6, 9-11 and 14-18 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Scott (US Patent Application Publication 2004/0044872), and in view 
of Schimmel (US 6,105,1 13). 

As to claim 1 , Scott discloses a method for translating a virtual memory 
address into a physical memory address in a multi-node system [Remote 
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Translation Mechanism for a Multi-Node System (title); A method for remotely 
translating a virtual memory address into a physical memory address in a multi-node 
system (claim 1); figure 1 shows a multi-node system; a remote translation mechanism 
for a multi-node system (abstract)], the method comprising: 
Initializing in a generally accessible memory [figure 5 shows that the RTT 
comprising a 64K entries memory; figures 6A-6D show the memory organization of the 
RTT; translating the virtual memory address on the remote node into a physical 
memory address using a remote-translation table (RTT). The RTT contains translation 
information for an entire virtual memory address space associated with the remote 
node (abstract); thus RTT is a generally accessible memory because translations are 
written into it and read from it to facilitate translating the virtual memory address into a 
physical memory address; in order for the remote translation mechanism disclosed by 
Scott to work and function properly, it is inherent that the RTT at all the nodes be 
initialized and synchronized first before any reference to a memory location resides at 
a remote node can be served. Without the initialization and synchronization, the RTT 
may not have the correct information to reach the correct memory location (this also 
applies to the system disclosed by Schimmel)] an emulated remote translation table 
(ERTT) segment [figures 6A-6D show the memory organization of the RTT including 
the segments (6D); translating the virtual memory address on the remote node into a 
physical memory address using a remote-translation table (RTT). The RTT contains 
translation information for an entire virtual memory address space associated with the 
remote node (abstract)]; 
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providing the virtual memory address at a source node [providing the virtual 
memory address at a source node (claim 1)]; 

determining that a translation for the virtual memory address does not exist 

[determining that the virtual memory address is to be sent to a remote node (claim 1); 
wherein the determining that the virtual memory address is to be sent to the remote 
node includes determining that a virtual node field does not match the source node 
(claim 2); determining if the virtual node corresponds to the local node; translating the 
virtual memory address into a local physical memory address on the local node, if the 
virtual node corresponds to the local node; and if the virtual node corresponds instead 
to a remote node , sending the virtual memory address to the remote node, and 
translating the virtual memory address into a physical memory address on the remote 
node (claim 14)]; 

determining a virtual node to query based on the virtual memory address 

[wherein the determining that the virtual memory address is to be sent to the remote 
node includes determining that a virtual node field does not match the source node 
(claim 2); figure 4; paragraph 0031; in one implementation, a local node can identify 
the virtual node by looking at the VNode field of the virtual address. Checkpoint 404 
determines if the virtual node is the same as, or equal to, the local node. If so, flow 
diagram 400 continues to block 406, wherein the virtual address is translated into a 
physical address locally using a Translation Look-Aside Buffer (TLB). The local node is 
then able to address local physical memory space. If the virtual node is not the same 
as the local node, then flow diagram 400 continues to block 408, wherein the virtual 
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address is translated into a physical address remotely (on a remote node) using a 
Remote-Translation Table (RTT). In this fashion, the local node is effectively able to 
address remote memory space of the remote node (paragraph 0031)]; 
accessing an ERTT header to obtain a mapping the virtual node to a physical 
node [wherein the using of the virtual node identifier includes combining the virtual 
node identifier with a base node identifier to determine the physical node identifier of 
the remote node (claim 8); figure 5 illustrates how this mapping is accomplished staring 
from the Vnode (virtual node) specified by the source node and ending with the 
corresponding physical address at a local (remote) node]; 
querying the ERTT segment on the physical node for the translation for the 
virtual memory address [wherein the combining includes adding the virtual node 
identifier to the base node identifier to determine the physical node identifier of the 
remote node, wherein the base node identifier is maintained by, and unique to, the 
source node (claim 9); wherein the using of the virtual node identifier includes using the 
virtual node identifier as an index into a look-up table to determine the physical node 
identifier of the remote node (claim 10); figure 5 illustrates how this mapping is 
accomplished staring from the Vnode (virtual node) specified by the source node and 
ending with the corresponding physical address at a local (remote) node; the 
corresponding ERTT is the Global Address Space identifier (GASID) and the Remote 
Translation Table (RTT) as described in paragraph 0019]; and 
loading the translation into a translation lookaside buffer (TLB) on the source 
node [taught by Schimmel, see below]. 
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Regarding claim 1 , Scott does not teach loading the translation into a 
translation lookaside buffer (TLB) on the source node. 

However, Schimmel teaches this limitation in the invention "System and Method 
for Maintaining Translation Look-Aside Table (TLB) Consistency," a system and 
method of maintaining consistency of a TLB which translates virtual memory addresses 
into the corresponding physical addresses [abstract]. 

Particularly, figure 9 of Schimmel teaches that, if there is a TLB miss (NO at step 
916), the corresponding translation will be obtained (steps 922, 924 and 926), sent to 
the source processor/node (step 928), and loaded into the TLB of the source 
processor/node (step 930). 

Schimmel also teaches the motivation of loading translation into the TLB of the 
source processor/node is to reduce the latency of accessing the translation [col. 1 , line 
48 to col. 2, line 10] 

Therefore, it would have been obvious for one of ordinary skills in the art at the 
time of Applicant's invention to load translation into the TLB of the source 
processor/node, as demonstrated by Schimmel, in order to reduce the latency of 
accessing the translation. 

As to claim 4, Scott teaches that mapping the virtual node to a physical node 
uses a mapping provided by an ERTT header located at a well-known location to 
one or more nodes used by an application [wherein the method further comprises 
sending a global address space identifier (GASID) to the remote node along with the 
virtual memory address, and wherein the translating includes using the GASID to 



Application/Control Number: 10/643,588 Page 7 

Art Unit: 2186 

translate the virtual memory address into a physical memory address (claim 6); 
abstract; figure 5 illustrates how this mapping is accomplished staring from the Vnode 
(virtual node) specified by the source node and ending with the corresponding physical 
address at a local (remote) node]. 

As to claim 5, Scott teaches that the ERTT header is located on a 
predetermined virtual node [determining that the virtual memory address is to be 
sent to a remote node (claim 1 ); wherein the determining that the virtual memory 
address is to be sent to the remote node includes determining that a virtual node field 
does not match the source node (claim 2); determining if the virtual node corresponds 
to the local node; translating the virtual memory address into a local physical memory 
address on the local node, if the virtual node corresponds to the local node; and if the 
virtual node corresponds instead to a remote node , sending the virtual memory 
address to the remote node, and translating the virtual memory address into a physical 
memory address on the remote node (claim 14); figure 5 shows where the ERTT is 
located with respect to the source node. Since none of the node has all the translation 
information needed by itself, the collection of all the memories appears to be a 
predetermined virtual node as far as each of the node is concerned]. 

As to claim 6, Scott discloses a computerized system for managing virtual 
address translations, the system comprising: 

a plurality of nodes [figure 1 shows a multi-node system] available for executing 
programs [figure 4 shows the computer programs], each of said nodes having a 
node memory [figure 1]; and 
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an operating system [it is common knowledge that all computers and processors are 
equipped with an operating system; the OS must never create a partition (via the 
BaseNode and NodeLimit values) that exceeds the number of nodes in the machine 
(paragraph 0033)] executable by a source node of the plurality of nodes, the 
operating system operable to: 

receiving a virtual memory address at a source node [providing the virtual memory 
address at a source node (claim 1 )]; 

determining that a translation for the virtual memory address does not exist on 
the source node [determining that the virtual memory address is to be sent to a 
remote node (claim 1); wherein the determining that the virtual memory address is to 
be sent to the remote node includes determining that a virtual node field does not 
match the source node (claim 2); determining if the virtual node corresponds to the 
local node; translating the virtual memory address into a local physical memory 
address on the local node, if the virtual node corresponds to the local node; and if the 
virtual node corresponds instead to a remote node , sending the virtual memory 
address to the remote node, and translating the virtual memory address into a physical 
memory address on the remote node (claim 14)]; 

determining a virtual node to query based on the virtual memory address 

[wherein the determining that the virtual memory address is to be sent to the remote 
node includes determining that a virtual node field does not match the source node 
(claim 2); figure 4; paragraph 0031; in one implementation, a local node can identify 
the virtual node by looking at the VNode field of the virtual address. Checkpoint 404 
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determines if the virtual node is the same as, or equal to, the local node. If so, flow 
diagram 400 continues to block 406, wherein the virtual address is translated into a 
physical address locally using a Translation Look-Aside Buffer (TLB). The local node is 
then able to address local physical memory space. If the virtual node is not the same 
as the local node, then flow diagram 400 continues to block 408, wherein the virtual 
address is translated into a physical address remotely (on a remote node) using a 
Remote-Translation Table (RTT). In this fashion, the local node is effectively able to 
address remote memory space of the remote node (paragraph 0031)]; 
accessing an ERTT header to obtain a mapping the virtual node to a physical 
node [wherein the using of the virtual node identifier includes combining the virtual 
node identifier with a base node identifier to determine the physical node identifier of 
the remote node (claim 8); figure 5 illustrates how this mapping is accomplished staring 
from the Vnode (virtual node) specified by the source node and ending with the 
corresponding physical address at a local (remote) node]; 

querying the ERTT segment in the generally accessible memory [figure 5 shows 
that the RTT comprising a 64K entries memory; figures 6A-6D show the memory 
organization of the RTT; translating the virtual memory address on the remote node 
into a physical memory address using a remote-translation table (RTT). The RTT 
contains translation information for an entire virtual memory address space associated 
with the remote node (abstract); thus RTT is a generally accessible memory because 
translations are written into it and read from it to facilitate translating the virtual memory 
address into a physical memory address] on the physical node for the translation 
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for the virtual memory address [wherein the combining includes adding the virtual 
node identifier to the base node identifier to determine the physical node identifier of 
the remote node, wherein the base node identifier is maintained by, and unique to, the 
source node (claim 9); wherein the using of the virtual node identifier includes using the 
virtual node identifier as an index into a look-up table to determine the physical node 
identifier of the remote node (claim 10); figure 5 illustrates how this mapping is 
accomplished staring from the Vnode (virtual node) specified by the source node and 
ending with the corresponding physical address at a local (remote) node; the 
corresponding ERTT is the Global Address Space identifier (GASID) and the Remote 
Translation Table (RTT) as described in paragraph 0019]; and 
loading the translation into a translation lookaside buffer (TLB) on the source 
node [taught by Schimmel, see below]. 

Regarding claim 6, Scott does not teach loading the translation into a 
translation lookaside buffer (TLB) on the source node. 

However, Schimmel teaches this limitation in the invention "System and Method 
for Maintaining Translation Look-Aside Table (TLB) Consistency," a system and 
method of maintaining consistency of a TLB which translates virtual memory addresses 
into the corresponding physical addresses [abstract]. 

Particularly, figure 9 of Schimmel teaches that, if there is a TLB miss (NO at step 
916), the corresponding translation will be obtained (steps 922, 924 and 926), sent to 
the source processor/node (step 928), and loaded into the TLB of the source 
processor/node (step 930). 
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Schimmel also teaches the motivation of loading translation into the TLB of the 
source processor/node is to reduce the latency of accessing the translation [col. 1 , line 
48 to col. 2, line 10] 

Therefore, it would have been obvious for one of ordinary skills in the art at the 
time of Applicant's invention to load translation into the TLB of the source 
processor/node, as demonstrated by Schimmel, in order to reduce the latency of 
accessing the translation. 

As to claim 9, it recites substantially the same limitations as in claim 4, and is 
rejected for the same reasons set forth in the analysis of claim 4. Refer to "As to claim 
4" presented earlier in this Office Action for details. 

As to claim 10, it recites substantially the same limitations as in claim 5, and is 
rejected for the same reasons set forth in the analysis of claim 5. Refer to "As to claim 
5" presented earlier in this Office Action for details. 

As to claim 1 1 , it recites substantially the same limitations as in claim 1 , and is 
rejected for the same reasons set forth in the analysis of claim 1 . Refer to "As to claim 
1" presented earlier in this Office Action for details. 

As to claim 14, it recites substantially the same limitations as in claim 4, and is 
rejected for the same reasons set forth in the analysis of claim 4. Refer to "As to claim 
4" presented earlier in this Office Action for details. 

As to claim 15, it recites substantially the same limitations as in claim 5, and is 
rejected for the same reasons set forth in the analysis of claim 5. Refer to "As to claim 
5" presented earlier in this Office Action for details. 
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As to claim 16, Scott teaches the method of claim 1, further comprising 
replicating the ERTT header on a plurality of physical nodes [as shown in figures 1 
and 6A, figure 1 shows a plurality of M chips (MO through M15) and figure 6A shows 
that each M chip has a RTT (601)]. 

As to claim 17, Scott teaches the system of claim 9, further comprising a 
plurality of replicated ERTT headers provided on a plurality of physical nodes [as 
shown in figures 1 and 6A, figure 1 shows a plurality of M chips (MO through M15) and 
figure 6A shows that each M chip has a RTT (601 )]. 

As to claim 18, Scott teaches the computer-readable medium of claim 14, 
wherein the method further comprises replicating the ERTT header on a plurality 
of physical nodes [as shown in figures 1 and 6A, figure 1 shows a plurality of M chips 
(MO through M15) and figure 6A shows that each M chip has a RTT (601)]. 
6. Related Prior Art 

The following list of prior art is considered to be pertinent to applicant's invention, 
but not relied upon for claim analysis conducted above. 

■ Scott et al. (US 6,925,547), "Remote Address Translation in a Multiprocessor 

System." 

■ Deneau, (US 6,684,305), "Multiprocessor System Implementing Virtual Memory 

Using a Shared Memory, and a Page Replacement Method for Maintaining 
Paged memory Coherence." 
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■ Frank et al., (US 6,490,671 ), "System for Efficiently Maintaining Translation 

Lookaside Buffer Consistency in a Multi-Threaded, Multi-Processor Virtual 
Memory System." 

■ Hansen, (US 6,101,590), "Virtual Memory System with Local and Global Virtual 
Address Translation." 

Conclusion 

7. Claims 1, 4-6, 9-11 and 14-18 are rejected as explained above. 

8. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Sheng-Jen Tsai whose telephone number is 571-272- 
4244. The examiner can normally be reached on 8:30 - 5:00. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Matthew Kim can be reached on 571-272-4182. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 
/Sheng-Jen Tsai/ 

Partial Signatory Examiner, Art Unit 2186 
April 1 , 2008 
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